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TRACK POWER CABLE 
POWER SUPPLY CABINET−750V 

EK RO-1TBroj dijela: E14229

Napajački ormar PEK−750V 

UNINTERRUPTIBLE
POWER SUPPLY

Track Power Cable Power Supply Cabinet- 750V, type: EK RO-1T, is intended
for monitoring and controlling the presence of line voltage (3x750/1000V AC)
in track objects (LC , APB , Stations). The supply voltage comes from one of
the two neighboring stations, with cable power lines.

Napajačk i ormar pružnog energetskog kabela, t ip: EK RO-1T namijenjen je nadzoru i kontroli prisutnosti linijskog
napona napajanja (3x750/1000V AC) kućice željezničko cestovnog prijelaza. Napon napajanja dolazi sa dva

susjedna kolodvora, pružnim energetskim kabelima. Na temelju mjerenih veličina i prisutnosti napona, upravljačka
elektronika ormara EK RO-1T uklapa i isklapa odgovarajuće sklopnike, čime kontrolira s kojeg kolodvora će se
elementi željezničko-cestovnog prijelaza napajat i. Rad sustava moguće je kontrolirati i ručno, preko rastavnih
sklopki.



EK RO-1T

Inpu tvoltage / Ulazni napon 2x3x750V AC (1000V AC, depending on the station)
Maximum Power Consumption / Maksimalna
potrošnja snage <50W

Remote Messaging over potential-
free contacts / Daljinska dojava preko
bespotencijalnih kontakata

Indication of the presence of power supply / Dojava
prisutnosti napajanja

Indication of the presence of priority power supply /

Dojava prisutnosti prioritetnog napajanja

View measured electrical quantities
and status / Prikaz mjerenih električnih
veličina i statusa

7 "LCD touchscreen / zas lon osjet ljiv na dodir

System control / Kontrola rada sustava
Automatic - electronics / Automatski – elektronika

Manual - disconnecting switches / Ručno – rastavne
sklopke

Protections / Zašt ite

Overvoltage protection varistors / Prenaponska zaštita
varistorima

Overcurrent protection with fuse / Prekostrujna zaštita
osiguračem

Temperature range / Radna temperatura okoline -40 oC to +70 oC

Dimensions / Dimenzije (WxHxD) 600x1800x500mm

Weight / Masa ~ 180kg

Certified / Zadovoljava norme HRN EN 50121-5:2008


